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Material required for installation 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

+ and the required quantity of cable ties  

 

 

 

 

 

 

 

 

 

 

 

 

Pos. Description Code Qty 

1 Holder bracket for seat Irizar I8 0810646-M 1 

2 Hub cover for seat Irizar I8 0810467-M 1 

3 Screw M4x8mm with round head Torx 20 - black 104BN6404M4x8C 5 

Table no.1 

FMS037-H01IR

2 

1 
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1. Construction of seat with mounted hub cover as advance preparation for installation  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. On the bottom side of Hub FMS5718-01 loosen screws and remove the side brackets 

according figure no.2.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure no.1

Figure no.2
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3. The loosen screws we will use for fitting on the bracket 0810646-M (table no.1, pos.no.1) 

according figure no.3 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

4. With screws 104BN6404M4x8C (table no.1, pos.no.3) attached the set of Hub with the 

Hub cover on the five places according figure no.4. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure no.3

Figure no.4
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5. Into the Hub connect each one connector and fasten them with the cable ties with 

bracket construction (each cable separately!). (according fig.no.6 and no.7)  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure no.6

Figure no.7
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6. If is Hub sucessful connected (MegaLan, GigaLan, power supply) and put all the wiring 

into the cable ducts then carefully fix end of the cable duct with insulation tape 

(according fig. no.8) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

7. And according figure no.9 put the cable duct to Hub bracket. Check, whether all cables 

are fasten to the seat construction ( place marked with yellow arrow).  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure no.8

Figure no.9


